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1. {1l General Characteristics

1.1

1.2

1.3

N HYEE Application range:

e S FRS I F T B AT 5¢ 1TS009A-3001-5000-CT .

This product specification is applied to the 1TS009A-3001-5000-CT push-on type tact switch.

i ¥R 85 %44 Acclimatization:

fi Fi I FZ i [l Operating Temperature range: -20°C~70°C

{171 E i [ Preservative Temperature range: -30°C~80°C

MR 2% Test Conditions:

A AR U B, B SR AR T T

Unless otherwise specified, the atmospheric conditions for making measurements and tests are as follows:
15 Temperature: 5~35C

FHXTIEEE Relative Humidity:45~85%

S JE Air pressure:86~106Kpa

et FE PR A GE S, MNRER4% LT 25 A 2047

However, if doubt arises on the decision based on the measured values under the above mentioned
conditions, the following conditions shall be employed:

I JE Temperature:20+2°C

XSS Relative Humidity:65+5%

S JE Air pressure:86~106Kpa

2. sh A1 223 R~ Appearance & Mounting Dimensions:

2.1 ¥ Appearance:

PR AN R OB AR R SRR R BRI

The switch shall have good finishing, and no rust, crack or plating defects.

2.2 Z% R~F Mounting dimensions:

RIFFE 7= mAMEE 1TS009A [k,
Refer to product appearance drawing No.:1TS009A.

3. I3 77\ Operate Mode:

¥4 X Push-on types.

4. A% 777 Circuit Mode:

#pk i E 1TSO09A i (as assembly drawing 1TS009A).

5. %5 it ). 54 Rating and Operating life.

#iE 73k Rating: DC12V, 50mA max.
177 7 fir Operate Life With Load: 100,000cycles.
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6. E5 16t Electrical Characteristics

6.1 XK E Visual Examination

JiRZ A Test Method/Condition

¥~ Criteria

FERRTEAR R G DL AT R A
By Visual Examination choke without any out
Pressure & testing.

7 i JC B S B, AN s {3
There shall be no defects that affect the

serviceability of the product.

6.2 PEfili i fH Contact Resistance

N %14 Test Method/Condition

¥HE Criteria

TFRETLHRAAERET, a3k EE, H
S i e, O 0 S A - ) A LR

Switch without load, operate more than 3 times,
use contact resistance testing apparatus to test

the contact resistance of each point of contact.

# 4% Normal
100mQ max
S K 75 i ik 5 J5 after weather and life proof:
500mQ max

6.3 #4425 H1FH Insulation resistance

MR %4 Test Method/Condition

7 #E Criteria

FERH HLAE 25 (0 T A Sy 2 1A) S B i+~ 5 A R
AR B 58 T 8] n#k 100VDC , RpEEmt[a]
60 +5 S,

100VDC Voltage is applied between each pair
of terminals and between the terminal and the
metal frame for 60+5S.

# 45 Normal
100MQ min
S K 75 i ik 5 J5 after weather and life proof:

10MQ min
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6.4 P HE 55 Dielectric strength
WK%+ Test Method/Condition FrfE Criteria

FER ELA8 25 1) i A #5401 2 1) N4 250VAC
bR FELE R AN 0.5mA D [1AZ Uit L, FF L[]

6045 S.

250VAC (leak current 0.5mA max ) alternate

current load is applied between open terminals

connected with wires, for 60+5S

T F A IR

No dielectric breakdown shall occur.

FREL T 5 &Rk Z Wi 250VAC
HLi RN IS 0.5mA )
S.

250VAC (leak current 0.5mA max )alternate

current load is applied between terminal and

Gttt
AT L AR ] 6045

metal cover, for 60+5S.

T F A IR

No dielectric breakdown shall occur.

6.5 # Bk Bounce

MR %14 Test Method/Condition

tr#E Criteria

TERAEIEF MERIE AT (3~4 /By, iiE
7 SEFL B P 1

Lightly striking the center of the stem at a rate
encountered in normal use (3 to 4 operations per

sec.) bounce shall be tested at ‘ON’ and ‘OFF’.
.......................... Sl TR 3
Switch H

.....

5 m seconds max
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7. VBB Mechanical Characteristics
7.1 ¥4k /1&[E# /7 Operation force & Return force
iR %4 Test Method/Condition ¥t Criteria

FESRAE FE B R S Y 4 A 7 100 25 S0 Wt I e e 2247
A i, B 0 £ K ) E

A static load shall be applied to the tip of
actuator in operating direction. Measure the

maximum force during all the travel.

FP =300+50gf

FEARA R AR S W R A T 1) 22 S0 T Jin e 8, B
K2 EIBOR EL b > ZAPA)-3

A static load shall be applied to the tip of
actuator in operating direction. Measure the

minimum force during actuator return.

FR =50gf min.

g FORCE

7 I — Fr :PEAK FORCE
Fr :RETURN FORCE

C/R=(Fp—Fp ) /F #*100%

e L PP i,

| =
TRAVEL(mm)

7.2 1T#E Travels

MR % Test Method/Condition

¥~ Criteria

PR

TFR KA A Je R LA R i S5 4] 4R 6 B 22 18]

Distance from the end of operating component to
the start position when switch is being
transformed

1.3(+0.2/-0.3)mm
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7.3 BAE14F58 & Operating Part Strength
WX 2 Test Method/Condition #5ifE Criteria

BIPRT IR 22 &, AR B Ot in 5 184
PSR R 77 1) 300gf & fifef, (a9 60 S.
Put the switch in the normal gearing position,
Bring 300gf pressure which direction is opposite

to the actuator operates direction in the tip of the

actuator center, time is 60S.

TAUAT S A5 7.1 & 7.2 BIEEK,
The switch shall be free from abnormalities in
electric and mechanism. According to item 7.1 &

7.2 to examine.

7.4 fit/E 83 Solder Heat Resistance

MR %4 Test Method/Condition

¥~ Criteria

BAHE TR A T HEAT 00 SRS 1) MR
JE:300+5°C; 2) JEBERA]:5+1 S; 3) #A45 A : PCB
WRIEEE R —F PCB: t=1.6) .

Switch shall be checked after following test: Solder
trough test: 1) Soldering temperature: 300+5°C; 2)
Soldering time:5%1S; 3) Soldering area, t/2 of PCB
thickness (PCB: t=1.6)

TCHUA S FFE 5 6.5 TER,
The switch shall be free from abnormalities in electric

and mechanism. According to item 6 .5 to examine.

7.5 23} Vibration Proof

MR %14 Test Method/Condition

#tr#E Criteria

TF IR W 22 07 1k 7 I ey 22 R AR R e 6 |
T RSHEATHE: 1D RIE10~55H22) Ik
ME:1.5 mm 3) PR EA:10~55~10HZ K& 1
greh 4y AU 2T 5) IRETT A=A E
FAEE BT ), Ferh —AN 7 ) A e AHE sh i 7
M. Switch shall be secured to a testing machine by a
normal mounting device and method, Switch shell be
measured after following test: 1) Vibration frequency
range:10~5HZ 2) Total amplitude:1.5mm 3) Sweep
ratio:10~55~10Hz,Approx 1 minute 4) Method of
changing the sweep vibration frequency : linear 5)

Direction of vibration : Three perpendicular

directions including actuating direction.

It NS

G5 6. 7.1, 7.2 ER,

According to item 6 and 7.1 . 7.2 to examine.
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7.6 M Impact shock test
WA % Test Method/Condition #»H#E Criteria
1) I Acceleration: 80G

2) ik E: AN 3 K, 18 Ik
1) Acceleration: 80G

2) Cycle of test: 3 cycles each in 6 directions, for a

total 18 cycles. RFEEs 64 55 7.1, 7.2 2R%EK.

¥ According to item 6 and 7.1 . 7.2 to examine.

P

7.7 424 Solder Ability
R %4 Test Method/Condition ¥t Criteria
I 66% MRS H AR IR AL 78 75 .

More than 66% of surface area of the portion

WREZRE ST IR B3R
TL(L)-6[ 1] Soldering Temperature: SEE IR chart

immersed shall be covered with solder.

Ny, | /\— 240°C Max
180C

100 —f

TimeH fidl

2+0.3min (Pre-heating FHZ) 20s max

Time inside soldering equinmenti P i 1% R fi]
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8 I A iR %: Durability Characteristics
8.1 Harik % Operating Life
MR % Test Method/Condition #»H#E Criteria

FERUE AT I 26 A8, 78 77 i Uk 1 o b 3 SR e it
100,000 R, HiA:60 K/735 . #AE RS E RO E
100,000 cycles of operation shall be performed continuously
cycles with load at a rate of 60 cycles per minute. Push force:
Maximum value of operation force.

1) ZhE 77 FIERERIE30%.
Operating force : within £30% initialization
value.

2) e fH: 200 mQ Max Contact
resistance 200 mQ Max

3) #iZxHi[H: 10MQ min Insulation
Resistance: 10MQ min

4) 3k 10 ms max

Bounce 10 m sec max

9 5=iR% Weather Proof Characteristics

9.1 fi}{%iE Resistance Low Temperature

MR+ Test Method/Condition #1f Criteria
BPEAE-3022°C HYHR A N ORF 96 /NI, 2R TR IE
HORBE AR TR 1 /NI, JEFERLEH 1 /N
PR REAT I &, KRR 2R
After testing at -30+2°Cfor 96hours, the switch shall #7455 7.1 Wik

be allowed to stand under normal temperature and
humidity conditions for 1 hour, and measurement

shall be made with 1 hour after that, water drops shall

be eliminated.

As shown in item 7.1
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9.2 fit# 4% Heat Resistance
MR 2% Test Method/Condition #r#E Criteria

BAFAE 8012 °C R AEAH N OREF 96 /INNF, SRS 7E TE iR JE e
FEFRE 1 /NI, FRAEREIE I 1 /NI AR AT T &, 7K
IREPE

After testing at 80+2°C for 96 hours the switch shall be allowed to
stand under normal temperature and humidity conditions for 1 hour
and measurement shall be made with 1 hour after that, water drops

shall be eliminated.

St AN

P 7.1 TR
As shown in item 7.1

9.3 {HE¥H Humility Resistance

Test Method/Condition

BIFTE 60£2°C, 90~95%RH M4 A IR HF 96 /T,
SNRAEIEFIRBEEARE TRE 1 /N, JFEMER 1 /)
ISf AR REAT I8, 7K RV 2K

After testing at 60+2°C,90-95%RH for 96 hours ,the switch
shall be allowed to stand under normal temperature and
humidity conditions for 1 hour, and measurement shall be
made within 1 hour after that .Water drops shall be

eliminated.

Requirement

FrE s 7.1 TER

As shown in item 7.1

2) il 200 mQ Max Contact
resistance 200 mQ Max

3) #1%Hi[H: 10MQ min Insulation

Resistance: 10MQ min

1)

9.4 B EEAMA Temperature Cycling

Test Method/Condition

AR & G, REEIEFIREARE TWE 1 /)
If IR AT I, KR BT 2K

The test being conducted 5 cycles under following
conditions, it should be measured after one hour be left
in normal temperature and relative humidity during this

test, water drops shall be removed
1 CYCLE

+60°C

—10°C

2H 2H TH

Requirement
FEEres 7.1 TREER
As shown in item 7.1
P #BH: 100 mQ Max Contact
resistance 100 mQ Max
262 1 [H: 10MQ min Insulation
Resistance: 10MQ min

1)
2)

3)
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10 WA)GF Test Sequence

I 1) Samples (n)
I H Test Group
Test Description AlB|C|D|E|F|G]|H | Defectve(C)
1. X MK Visual examination 110/ 1,9 [1,13]1,13]1,13|1,13 n=5,C=0
2.#f7) Operating force 2,9 | 2,8 2,12(2,12]2,12(2,12 n=5,C=0
3.[H]5# /7 Return force 3.81(3,71(311(3.11(3,11/3,11
4 Ffil P Contact resistance 4,7 | 4,6 |4,10(4,10|4,10(4,10 n=5,C=0
5.9t L5 Dielectric strength 59|59(59]509 n=5,C=0
6.412 HfH Insulation resistance 6868|6868 n=5,C=0
7. 75k 5 Operating Life 5 n=5,C=0
8.#% %l Vibration Proof 6 n=5,C=0
9./ Impact shock test 5 n=5,C=0
10.7fit{iX i Resistance Low Temperature 7 n=5,C=0
11,7 #1% Heat Resistance 7 n=5,C=0
1215 7€ {2 # Humility Resistance 7 n=5,C=0
13. 5 Temperature Cycling 7 n=5,C=0
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11. BEYFEIE Harmful material control
HARESR  ENVIRONMENT SPECIFICATION

T 8 MBS EEWFREE LA, ATy T g BE 7

85 M HAk &%) (Cadmium and cadmium compounds)

PBB (£ JiHiZK)%8 & PBDE (£ R4t 2K )
PBB (Polybrombiphenyl ) category
PBDE (PolyBrominated biphenyl ethers) category

Z AW (PCB)# PCB (Polychlorinated biphenyl) category

ZEMEH  Polychlorinated naphthalene
categor

HHEGLEY (=TS & =FEH%H) Organic tin compounds
(Tributyl tin category & Triphenyl tin category)

Fiki  (Asbestos)

MBS (Azo compounds ) (T RES i
A A R, A ORI BB RF A Rl 2 A

FR-720 %51 % K #8875 (CAS No. 21850-44-2)(FR-720 and similar flame
retardant classified as CAS No. 21850-44-2)




